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HgCalc Capabilities

HgCalc is  used to calculate your total mercury emissions quickly and easily using your XC-6000 MercSampler data 
and your Trap Analysis Report Info.

HgCalc will imported XC-6000 MercSampler sample run data, then the trap analysis data is entered, and the 
application calculates the hourly, Daily, Weekly, and Yearly total mercury mass in micro-grams, grams and pounds and 
total mercury emissions Wet or Dry depending on permit as specified in 40CFR part 75.

HgCalc also verifies QA/QC specifications regarding section 2 breakthrough, calculates normalized HG mass also HG 
concentration, checks relative deviation, and section 3 spike recovery as shown in 40CFR Part 75 Appendix K table K-1
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HgCalc Installation Instructions:

1) Access or open the CD drive and locate the directory HgCalc.

2) Copy this directory by highlighting the folder  HgCalc then right click the mouse and select copy.

3) Now navigate to the C: drive and right click the mouse and select paste this will put the  HgCalc directory on 
      the “C:” drive.

4) Double click on the HgCalc directory and find HgCalc.exe next right click on HgCalc.exe and select
send to desktop ( create shortcut )

5) The shortcut to start the application is now located on desktop. 



Getting Started with HgCalc

1) Double click the shortcut on your desktop and the application will open to start using application.
Notice the software version number in the blue banner on top, this identifies HgCalc version. See Fig – 1
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Note: Hold your cursor over field description and an info box will pop up explaining value.

* Also a XC6000 & analysis sample data are in folder called Sample Run Data located in C:\HgCalc
   to use as sample data for demonstration of software capabilities.



Note: Before importing a file click on options ( fig-2 ) and turn off any of the features you don’t want enabled
            like leak check verification or wet mode which adds moisture back in for total mercury output calculations.

Also click on penalties ( Fig-3 ) and turn off any of the Appendix K penalty calculations if you don’t want 
them applied.
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2) Click on file ( Fig-4 ) and select  “ Import XC-6000 Data “  then locate in the folder ( Fig-5 ) that has your 
sample data files and select the .CSV data file you wish to import then click open.
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